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Core Formula (LB#/ MSF)
Board Stucco.(S-1, 5-2)
Glass Fiber (8G-1)
Paper Fiber (8G-1)
Vermicylite Ore (RM-B28)
Starch (BG;I)
Core Foaming Agent

Resin (BG-I)‘

ALS (8G-1)

AAS (BG-1)
Lignin
Ground Gypsum (BG-1)
End Trim (BG-1)
Potassium Sulfate (BG-1)
Hydrated Lime (BG-1)
Retarder Rosaric (BG-1)

PcEr Liners

Edges Round

Long Beach
1400/1550
7.7-8.2
- 10-12
70-75

7-10

E

0.2-1.7 /’A\

Sy
none

/

r

/20-35
/ :
/ 0.5-2.0
0-0.5

Lath Paper on both sides

~  Seattle

1400/1556¢

707"8 -2

10-12

7510

70-‘75/

Jacksonville
& Delanco

1425/15:75
7.7-8.2
"~ 13-15
70-75

7-10 -
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OPERATING SPECIFICATIONS: (Refer to Process Bulletin BG-2 for General Specifications)

tong Beach, Seattle
Jacksonville & Delanco

1. Slurry Setting Time (minutes) - | 2.0-4.0
' . All Plants
2. Wet Slurry Weight (Lbs/cu.ft.) _ 72-82 )
- Long Beach, Jacksonville
Antioch, Seattle & Rosario and Delanco
3. Wet Compressive Strength (psi) =~ 285-450 - 235-400
4. Liner Absorption Correction - Apply a 0.5 maximum ‘perCenf solution of wetting agent
(Bulletin RM-BT4) by felt to the face of the bcse as required to meet the face paper
absorption specification. /;

rd )
5. Use Flexograph rust-crange ink (RM=B=21) for printing on face of Dyralath.

PRODUCT SPECIFICATIONS: (ReFer to Product Bulletin BG-4 for General Specnf:cuhons)

‘ Wei' We:ght (Lb;/MSF) /

All Plants

L 2%0-3100

Dry Weight (Lbs/MSF) 1950-2100
2000
Evaporation Loss (Lbs/MSF) ' \\ 900-1100
Thiékness - Average (inch) .“\,_ . 503 minimum
Thickness ~ individual reading {(inch) + .010 from ﬁverage
Edge Hardness at take-—off {Lbs) o 8.0 minimum
End Peel ofter Sawing (inch) 1/8 maximum
Flexural Strength minimum
~ Across grain (Lbs) . 150

" Parallel (Lbs) ' 60
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PRODUCT SPECIFICATIONS: (continued) -
| All Plants
~ Lath Sag Test (inch, maximum) o 0.16
‘Punch Text (Lbs) 1000~1600
Twist Test, maximum split
Face (inch) p P
. ‘ g

Back {inch)

Hammer Loss, decigrams

Individual Tesf., maximum _
Bond at High Humidity, muxim'um‘;eé‘i:
Face (inch) | | |
Back (inch)
" Absorption Rate, lath face (seconds)
L_ine'r .‘f.Spreu_d, ‘_lq‘rhrfc:ce, '{éths éf an Tnph_ _
l.-tl;.‘ngfh :l'oierqnc-e on Spec:FredLeng’rh R
Width Tolerance on Specified Width

Edges of Lath shall be uniformly rounded, straight, and solid.

Ends of the base shall be cut straight and clean without brecking or damaging the core ot the cut.

Surface - Face shall be smooth and free from scuffed areas, blisters, or loose paper plies.
Minor cockles not over 0.060" or 1/16" deep are permissible on the back surface.

more than 1/8" in length by 1/4" width.

1/2
1/2

60-180

20-35

1/4" under, no over

3/32" under, no over

Core Quality =  Voids shall be small end uniform in size. Core shall contain no voids

FACE PRINTING SHALL READ: Type X Super Duralath

BUNDLING - 4 pieces per bundle. No bundling tape shall be appfiea to the face of the lath.
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